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- Fully DVB-T/T2, MEPG-2/4 H.264 HD/SD compliant
- Compatible with 576i/576p/720p/1080i/1080p/video formats
- Auto & manually scan all available TV and Radio channels
- Aspect ratio 16:9 and 4:3 
- HDMI Output
- Multi-language Subtitle output supported  
- Powerful and highly effective 15-Day EPG function.
- Supports Teletext 
- Parental Lock 
- PVR ready function via USB 2.0 
- Multimedia playback via USB 2.0
- Support Audio description (AD)

Highlight Features

MODEL : 1601
HD DVB-T2 STB



SPECIFICATION DESCRIPTION
Basic Features 
Operation Temperature 0~40 íC
Input Voltage AC100~240V, 50/60Hz
Power Consumption <8W
Standby Consumption <1W
OSD language English\Thai 

Tuner 
IF Input frequency UHF : 474MHz~860MHz,
Bandwith 8MHZ
Input Impedance 75Ω
Input Level -77 ~ -10dBm
Signal Input IEC-Type Female

Chipset 
Decoder(Sunplus) SPHE1505
Tuner(MaxLinear) MXL608
Demodulator(Altobeam) ATBM7811
DDR2 512M

Mpeg transport stream & A/V decoding 
Video Standard MPEG-4 AVC/ H.264 HP@L4.1
Aspect Ratio 4:3, 16:9
Video Resolution 480i/480P/576i, 576p, 720p and 1080i, 1080P
Audio Standard ISO/IEC 14.496-3
Audio Mode Mono, Dual-channel, Stereo

Multimedia Format 
Picture JPEG, BMP, PNG, GIF, TIFF
Audio MP3, WMA, AAC, WAVE(.wav)
Video DivX, MPEG1, MPEG2, MPEG4, AVI, MOV, 
 DAT, MKV, RMVB, DivX Plus, TS, ASF, FLV
CHANNEL DECODING 
Standard  DVB-T2
Demodulation QPSK, 16QAM, 64QAM,256QAM,
FEC  1/2, 3/5, 2/3, 3/4, 4/5, 5/6  Automatic
Guard 1/4, 19/256, 1/8, 19/128, 1/16, 1/32, 1/128
Mode 1k, 2k, 4k, 8k, 16k, 32k 

Front Panel 
Display 4 digit seven-segment LED display
Key POWER, CH+, CH-

REAR PANEL OUTPUT 
HDMI (V.13) 480i/480P/576i, 576p, 720p and 1080i,1080P
AV 1(CVBS+L,R)
RF IN 1
RF OUT 1

SIDE 
USB 1
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